


Model CN-UR 1102(L) 1103(L) 1106(L) 1110(L)

1kVA/0.8kW 2kVA/1.6kW 3kVA/2.4kW 6kVA/4.8kW 10kVA/8kW

Input

Connec�on Mode Single Phase + Ground

Input Voltage 200/208/220/230/240Vac

Voltage Range 110-300Vac

Frequency Range  40-70Hz

Power Factor

Output

Output Voltage 200/208/220/230/240Vac

Voltage Regula�on

Frequency
SYN Correc�on range 46-54Hz/56-64Hz

Ba�ery Model

Distor�on (THDU) ≤3%

Peak Coefficient

Overload Capacity 110%, convey to bypass a�er 1h ;125%, convey to bypass a�er 10 min;150%, convey to bypass
 a�er 1 min.

Transfer 
Time  

0 ms

Inverter/Bypass  ≤4ms(standard environment)

Ba�ery Type

Ba�ery 
Internal

Quan�ty 2 4 6

Charging Current 1.0A(Max)

Ba�ery Model 12V 9AH  

Ba�ery 
External  

Quan�ty 3 6 8 16(16-20 op�onal)

Charging Current 1A/2A/4A/6A se�able

Ba�ery Model Depends on the applicant

Efficiency

Ba�ery Mode

Display Interface

LCD/LED Loading Size, Ba�ery Capacity, City Electricity Mode, Ba�ery Mode, Bypass Mode, Fault Indica�on

Control Management

Smart RS-232/USB

Op�onal SNMP Support SNMP Internet Management

Environment

Temperature 0-40°C

Rela�ve Humidity 0-95% (Non Condensing)

Physical 

Standard
Unit  

Dimension: 
W*D*H(mm) 438*310*88

Net Weight(kg) 12 18 29

Long Backup
 Unit

5 7 8 12 16

 HEFEI COOLNET POWER CO.,LTD

1~10KVA

Supports Windows®  2000/2003/XP/Vista/2008, Windows®  7/8/10, Linux and MAC

438*410*88 438*630*88

0 ms

Capacity

Noise Level

Dimension: 
W*D*H(mm) 

Net Weight(kg)

438*310*88 438*410*88 438*530*88 438*530*133

City power/Ba�ery

<50dB@1m <55dB@1m <58dB@1m

0.8
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1~10KVA

1KVA /0.9KW 2KVA / 1.8KW 3KVA / 2.7KW 6KVA / 5.4KW 1KVA / 9KW

Input

Connec�on Mode

Nominal Voltage 110/115/120/127VAC or 208/220/230/240VAC 208/220/230/240VAC

60-145 VAC or 120-300 VAC (Based on load at 50%)
90-145 VAC or 180-300 VAC (Based on load at 100%)

110-300 VAC (Based on load at 50%)  
176-300 VAC (Based on load at 100%)

40 Hz ~ 70 Hz 46~54 Hz or 56~64 Hz

Output

110/115/120/127VAC or 208/220/230/240VAC 208/220/230/240VAC

 ±1 %

47~ 53 Hz or 57 ~ 63 Hz 46Hz ~ 54 Hz or 56Hz ~ 64 Hz

 50 Hz or 60Hz ± 0.5%

Current Crest Ra�o 3:01

Harmonic Distor�on
3 % THD (Linear Load)

6 % THD (Non-linear Load)

Zero

Inverter/Bypass 4 ms (Typical)

Waveform (Ba�. Mode) Pure Sinewave

Ba�ery Type

Ba�ery Type 12 V / 9 Ah 12 V / 9 Ah 12 V / 9 Ah 12 V / 9 Ah

Quan�ty 2 3 4 6 16 20 16 20

Typical Recharge 
Time 4 hours recover to 90% capacity 9 hours recover to 90% capacity

Charging Current 
(max.) 1 A 1A/2A (Adjustable)

Charging Voltage 27.4VDC ± 1% 41.0VDC ± 1% 54.7 VDC ±1% 82.1 VDC ±1%
218.4

VDC±1%
273VDC 

± 1% ±1%

Ba�ery Type Depending on applica�ons

Quan�ty 3 6 6 16 ~ 20 (Adjustable)

1.0A/2.0A/4.0A/6.0 A
1A/2A/4A/6A (Adjustable, 6A is only 

available for 16 pcs ba�eries)

41.0 VDC ±1% 82.1 VDC ±1% 82.1 VDC ±1%  218.4 VDC± 1% (Based on 16 pcs ba�eries)

88%

83%

LCD

20-90 % RH @ 0- 40°C (Non-condensing) 0-95% RH @ 0-40°C (non-condensing)

    

12 14.1 19 29.3

438*500*88 [2U] 438*580*133[3U]

9 12 14.2 15 18

n
n
n
n
n
n
n
n
n
n
n

 50 Hz ± 0.1 Hz or 60 Hz ± 0.1 Hz

Model CN-UR 1101(L) 1102(L) 1103(L) 1106(L) 1110(L)

Capacity

Input Voltage

Frequency Range  

Power Factor

Single Phase + Ground

Output Voltage

Voltage Regula�on

Frequency
SYN Correc�on

 range

Ba�ery Model

3 % THD (Linear Load)
5 % THD (Non-linear Load)

0 ms

0 ms

Transfer 
Time  

Ba�ery 
Internal

Ba�ery 
External  Charging Current 

(max.)

Charging Voltage

218.4
VDC±1%

273VDC 

Standard
Unit  

Long Backup
 Unit

89%

87%

90%

88%

92%

90%

90%

91%

Support SNMP Internet Management

Supports Windows®  2000/2003/XP/Vista/2008, Windows®  7/8/10, Linux and MAC

Dimension: 
W*D*H(mm) 

Net Weight(kg)

Dimension: 
W*D*H(mm) 

Net Weight(kg)

438*310*88 438*410*88

<50dB@1m

Op�onal SNMP

Loading Size, Ba�ery Capacity, City Electricity Mode, Ba�ery Mode, Bypass Mode, Fault Indica�on

Smart RS-232/USB

Display Interface

Control Management

Environment

Rela�ve Humidity

Noise Level

Efficiency

Physical 

Ba�ery Mode

438*310*88 438*410*88 438*630*88

438*460*88

<55dB@1m <58dB@1m

Depends on the applicant

 HEFEI COOLNET POWER CO.,LTD

0.9

City power/Ba�ery
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 HEFEI COOLNET POWER CO.,LTD

 True double-conversion
 Output power factor 1
 Output voltage regula�on < 1%
 Higher output crest ra�o 3:1
 50Hz/60Hz frequency converter mode
 Programmable power management outlets
 Emergency power off func�on (EPO)
 Hot swappable ba�ery design
 ECO mode energy saving
 Emergency power off (EPO) func�on
 Provides over voltage Provides over voltage cu�-off protec�on and surge immunity by
 MOV for full �me equipment protec�on

 Adjustable charging current via LCD panel.

1~3KVA

Single phase with ground

55-150 VAC ± 5% or 110-300 VAC ± 5% @ 50% load;80-150 VAC ± 5% or 160-300 VAC ± 5% @ 100% load

100/110/115/120/127 VAC or 200/208/220/230/240 VAC

≧ 0.99 @ nominal voltage (100% load)

≦ 5% @ nominal input voltage

100*/110*/115*/120/127 VAC or 200*/208*/220/230/240 VAC

57 ~ 63 Hz or 47 ~ 53 Hz

60Hz ± 0.1Hz or 50 Hz ± 0.1Hz

≦2 % THD (Linear Load) ; ≦ 4 % THD (Non-linear Load)

4 ms (Typical)

≧89% @ full charged ba�ery ≧91% @ full charged ba�ery

≧96% @ full charged ba�ery

≧88% ≧90%

Numbers

Charging Voltage

12 V / 9 Ah

2

12 V / 7 Ah

3

100/110/115/120 /127 VAC models: default 2A, max. 8A adjustable
200/208/220/230/240 VAC models: default 2A, max. 12A adjustable

Power management from SNMP manager and web browser

20-90 % RH @ 0- 40°C (non-condensing)

＜50dB @1 m

1101 1102 1103

40~70HZ

SYN Correc�on Range

Physical 

Environment

Ba�ery Type

Efficiency

438*410*88

1KVA / 1KW 2KVA / 2KW 3KVA / 3KW

Phase

Harmonic Distor�on(THDi)

Nominal Voltage

Typical Recharge Time

Charging Current (max.)

12 V / 9 Ah

4

12 V / 7 Ah

6

12 V / 9 Ah

4

3 hours recover to 95% capacity for internal ba�ery@ 2A charging current

27.4VDC ± 1% 41.1VDC ± 1% 54.8VDC ± 1% 82.1VDC ± 1% 82.1VDC ± 1%

Al�tude 10% de-ra�ng for over 1000m (The al�tude should not exceed 3000m)

Without Ba�ery

W/Built-int Ba�ery

438*510*88 438*630*88 438*630*88

6.6

11.6

7.8

14.1

9.6

19.5

10.6

23.3

12.4

27.5

City power/Ba�ery
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ECO Mode

Frequency Range  

Power Factor



6~10KVA
Input

Nominal Voltage

Output

 ±1 %

Current Crest Ra�o 3:1(max.)

Harmonic Distor�on

Inverter/Bypass

Waveform (Ba�. Mode) Pure Sinewave

Ba�ery Type

Ba�ery Type 12 V / 9 Ah 12 V / 9 Ah

Quan�ty 16 20

Typical Recharge 
Time

Charging Current 
(max.) 1 A

Charging Voltage

Ba�ery Type Depending on applica�ons

Quan�ty 16-20**

4.0A

 (13.65VDC x ba�ery number) ± 1%

20-90 % RH @ 0- 40°C (Non-condensing)

438*610*88[2U]

17 20

n
n
n
n
n
n
n
n
n
n
n

Model CN-UR 1106(L)

Capacity

1 phase in / 1 phase out

Output Voltage

Voltage Regula�on

Frequency
Ba�ery Model

0 ms

0 ms
Transfer 

Time  

Charging Current 
(max.)

Charging Voltage

Standard
Unit  

Long Backup
 Unit

Support SNMP Internet Management

Supports Windows®  2000/2003/XP/Vista/2008, Windows®  7/8/10, Linux and MAC

Dimension: 
W*D*H(mm) 

Net Weight(kg)

Dimension: 
W*D*H(mm) 

Net Weight(kg)

<55dB@1m

Op�onal SNMP

Smart RS-232/USB

Control Management

Environment

Rela�ve Humidity

Noise Level

Efficiency

Physical 

 HEFEI COOLNET POWER CO.,LTD

 True double-conversion
  DSP technology guarantees high performance
  Output power factor 1

  Op�onal N+X parallel redundancy

   Wide input voltage range (110-300 VAC)
  Ac�ve input power factor correc�on 0.99
  50Hz/60Hz frequency converter mode

   Emergency power off func�on (EPO)
   Generator compa�ble
   SNMP/USB/RS-232 communica�ons

    Adjustable ba�ery numbers

Phase

6KVA / 6KW 10KVA / 10KW

208/220/230/240 VAC

110~300VAC ± 3 % at 50% load;  176~300VAC ± 3 % at 100% load

46-54 Hz◎50 Hz / 56-64 Hz◎60 Hz

≧ 0.99 @ full load

<4%@100% Load,< 6%@50% Load

208*/220/230/240 VAC

50Hz ± 0.1Hz or 60 Hz ± 0.1Hz

46-54 Hz◎50 Hz / 56-64 Hz◎60 Hz

≦1% THD (Linear Load), ≦4% THD (Non-linear Load)

94%

98.5%

92%

Standard
Model

Long-run
Model

1110(L)

THDi

SYN Correc�on range

Overload
City power Mode

Ba�ery Mode

City power/Ba�ery

100%~110%: 10min，110%~130%: 1min，>130% : 1sec

100%~110%: 30sec ，110%~130%: 10sec，>130% : 1sec

16 20

9 hours recover to 90% capacity

218.4 VDC ± 1% 273 VDC ± 1% 218.4 VDC ± 1% 273 VDC ± 1%

City power Mode

Ba�ery Mode

94%

98.5%

92%

<58dB@1m

UPS Unit: 438 x610 x 88 [2U]
Ba�ery Pack: 438 x715 x 88 [2U]

UPS Unit: 438 x610 x 88 [2U]
Ba�ery Pack: 438 x600 x 133 [2U]

UPS Unit: 17
Ba�ery Pack: 48

UPS Unit: 17
Ba�ery Pack: 57

438*610*88[2U]

UPS Unit: 20
Ba�ery Pack: 53

UPS Unit: 20
Ba�ery Pack: 63

UPS Unit: 438 x610 x 88 [2U]
Ba�ery Pack: 438 x715 x 88 [2U]

UPS Unit: 438 x610 x 88 [2U]
Ba�ery Pack: 438 x600 x 133 [2U]

LCD

Display Interface

UPS status, Load level, Ba�ery level, Input/Output voltage, Discharge �mer, and Fault condi�ons

   Wide input voltage range
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ECO Mode

Frequency Range  

Power Factor



2

1
2

3

4

5

6

3110(L) 3115(L) 3120(L)

380/400/415VAC

285~520VAC@100% 176~520VAC@50%Load Load

40~70HZ

≥0.99

SYN Correc�on Range

Physical 

Single Phase + Ground

Environment

Ba�ery Type

Efficiency

Display Interface

 HEFEI COOLNET POWER CO.,LTD

32-40 op�onal

10KVA / 10KW 15KVA / 15KW 20KVA / 20KW

20

96

＜62dB@1m ＜65dB@1m

438*680*133

29

438*680*266

30

City power/Ba�ery
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Power Factor

Frequency Range  



1.0

3310(L) 3315(L)

City power/Ba�ery

3320(L) 3330(L) 3340(L) 3360(L)
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Ba�ery Mode

ECO Mode

Charging Voltage

Maximum Charging Current

Voltage Range

Frequency Range  

Power Factor
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